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__KHUDYAYEV, S.L.

First boundary value prdhlem for nonlinear parabolic equations.
Dok1.AN 8SSR 149 no.3s535.538 Mr 163, (MIRA 16:4)

1. Institut khimicheskoy fiziki AN SSSR, Predstavleno.akadsmikom
I.G.Petrovskim,

(Boundary value problems) (Differential equationa)
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XKHUDYKH, M.

Remont Tekatilnoge Gborudovaniis (Rapair of Textile Machinery -~
Technology and Organization)

292 p. 1,50

SO0: TYour Continent Book Ligt, April 1954
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KHUDYKH Mikhail Il'ich; KRUGIOV, N.P., retsenzent; MANSUROV, V.N.,
retsenzent KOPRL!VIGH Yeo.Il., redaktor; HEDVEDBV L.Ya.,
tekhnicheakiy radaktor

(Rapair and installation of squipment in textile enterprises and

light industries; the general part] Remont i montazh oborudovaniia

predpriiatii tekstil'noi i legkoi promyshlennosti; obshchaia chast!'.

Moskva, Gos. nauchno-tekhn. izd-vo Ministerstva legkol promyshl,

SSSR, 1956. 310 p. (MIRA 9:9)
(Machinery)
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. PRYANICHNIKOV
KHUDYKH. Mikball I1'ich,; BSISN'KIY, S.I., retsenzent,; .
"‘”EZE“?T?TT“?sva@ﬁiaﬁii; FOPELEVICH, Ye.I., red.; EOGAN, V.¥., tekhn. red.

tarh
(Repairing and assembling textile machinery] Remont i mon
tkazakmgo oborudovaniia, Moskva, Gos, nauchno-tekhn. izd-vo lit-ry

po legkol promyshl., 1958. 342 p. (MIRA 11:11)
(Textile machinery--Maintenance and repair)
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' KAUDYKH, M, I., Doc Tech Sci (diss) -- "Some problems of the life expectancy
of spindle joints". Moscow, 1959. 24 pp (Min Higher Educ USSR, Moscow Textile

Inst), 150 copies (KL, Mo 25, 1959, 132)
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8/123/61/000/012/005/042
A0O4/A101

AUTHOR: Khudykh, M, I,
————
TITLE: Wear of cold-worked metal

PERIODICAL: Referativnyy zhurnal, Mashinostroyeniye, no, 12, 1961, 17, abstract
12A134 (V sb, "Povysheniye isnosostoykosti i sroka sluzhby mashin,
v, I", Kiyev, AN Ukr3sR, 1960, 359-375)

TEXT: The author presents the results of investigating the wear of cold-
worked fine-grained copper depending on the specific load and velocity of rela-

tive motion, The specimens were subjected to preliminary static compression to
degrees of deformation in the range of 3.2 - 67%. The abrasive tests were

carried out on a face frietion installation at a specific pressure p = 0.125 -35
kg/mme and & constant velocity (v = 4,72 m/min), as well as at a variable veloci- /

ty in the range of v = 4,72 - 56,7 m/min and a pressure of p = 3.1 kg/mm2, There v
are 15 figures and 22 references.

N. I1'ina

[Abstracter's note: Complete translation]
card 1/1
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BELEN'KIY, Simon Isakovishj KHUDYKH,:M.I., prof., retsenzent; KATS, N.V.,
dots.; spets. red.; MIZERI, A.A.; dots,, apete, red.; KALININA,
N.M,, red.; SHAPENKOVA, T,Z., teihn. red,

[Handbook on the maintenance and repair of textile machinery:
information on materials used for the manvfacture and repair of
textile machinery, on the recorditioning of parts; allowances and
fittings] Spravochnik po remontu tekstillnogo oberudovaniiay sve
doniia o materialakh, primeniaenykh pri izgotovlenii detalel { re.
monts tekstil'nykh mashin, o vosstanovlenii dstalsi, dopuskskh i
posadkakh, Moskva, Izd-vo nsuchno-tekhn, lit-ry RSFSR, 1961, 717 p.
(MIRA 14:10)
(Textile rachinery.-Maintenence and repair)
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KHUDYKH, M.I. »
Some problems in the wear-out of spindles. Tren.i izn.mash.

no,15:141-151 162, (MIRA 1514)
(Spinning machinery-~Testing)
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KHUDYKH,

s Y ” ' ;: 1‘

Mikhail I1'ich; KATS, .N.V., retsenzentj MIZERI, A.A.,

retsenzent; SHTEYNGART, M.D., red.; SHAPENKOVA, T.A.,
takhn. rﬂd. R et - -

. : - k—
Maintenance and repair of textile machinery] Remont te
Ltil'nykh mashin, TIzd.2., perer. i dop. Moskva, st"‘kb—
izdat, 1963, . 626 p. (MIRA 16:5)
(Textile machinery--Maintenance and repair}
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MANAYEV, NoM.; KHUDYKH, M.T.
I IHE I TP SR S Sl
gvudying the wedr registance of matorjals for the 4iaka pf the
pisssure rolilers of flax splaning uachines. fz2v. v¥s. uchab,
L e
CHY, } tekst, prom. no.s,:138-142 o4,
UV, tekh, Ve P (2 (14,*}\!‘ 17:12)

1. Kostromskoy tekhnologichasily inatitut.
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MARKINA, M.I.g PETROVA, N.V.; POPKOVA, L.N.} TIMOFEYEV, V.D. ;r)QiUDYigl,MH;{.W
Investigating the wear of breaksr rollers and the lengthening oi" their
ce 1ife. Iav.vys.ucheb,zav,; tekh,tekat,prom, no.5134=37 '64.
gervice life. lav.vys (MIRA 18:1)

1, Kostromskoy tekhnologicheskly institut,

APPROVED FOR RELEASE: 03/13/2001 CIA-RDP86-00513R000722420008-6"



"APPROVED FOR RELEASE: 03/13/2001 CIA-RDP86-00513R000722420008-6

TIMOFEYEV, V.D.j KHUDYKH, M.I.

of ics in connection
tigating the wear of "antifrik" plast
\Iagzgsthgir uge as subastitutes for bronze ix:'e ;;t :z‘i{m:ingrom
machines for flax. Izv. vys. ucheb,. zav.j . (fafm o)

no.21155-160 '65.
1. Kostromskoy tekhnologicheskiy institut.
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BALYSH, V.M.; KHUDYKH, M.I,
M

Wear of f.hréad guider materials hy linen throads. Tave Vys. -
ucheb, zav.; tekh, tekst. prom. no.4sli4-150 165, (MIRA 18:9)

1. Kostromskoy tekhnologicheskiy institut,
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ROVNOV, 1.F.; KHUDYKH, M1,

fffsct of molsturs ehscrption on the hardnass of anid used for the

ranufacture of trawelexe, Tzv, vys, ucheb. 2&V.; iekn, tekst, prem.
no.1s17-151 165, (MIRA 1815)

1. Kostromakoy tekhnologicheskly institus,
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BALYSH, V.M., aspirant; KHUDYKH, 'M:I‘V.‘, prof,, doktor tekhn. nauk

wear of the thread guiding parts of machines é? thelga;'ilniéngnofés

. Tekat, prom. no.l1<: 37~ .
boiled and bleached linen yarn, Tekat. p oion 19:1)
1. Kostromskoy tekhnologicheskly institut.
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KHUDYNA, Ivan Semenovich; VERKSKUNOV, V.K., red.; UCHITEL', 1,Z., red.

“t5d=va; TRIYORALN,"A.A., tekhn.red,

d medical 1nstitutions]
Pi afety of children's, educational, an ons
goz;:r:aia bezopasnost' detskikh, uchebng;:S; l;;g;bnyﬁg ;chrezh

denii, Moskva, lzd-vo M-va komrmn.kho2. ' . (KIB:! 12:11)

{(Public institutiona—-Fires and Pire prevantion)
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FETROV, K.A.; NIFANT'YEV, E,Ye,; SHCHEGOLEV, A.A.; KHUDINTSEV, N.A.

Synthésis and chemical propertiés of phosphinites of 152;3,6-
»dianh,drohexitol. : Zhul‘. Ob.'khim. 32 n0.9:3074-3080 S ! Py :

' (MIRA 15:9)
(Hexitol) (Fhosphinic acid) :
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SOV/137-58-8-17175

Translation from: Referativnyy zhurnal, Metallurgiya, 1958, Nr 8, p 139 (USSR

AUTHORS: Gorbanskiy, V.V,, Khudyshev, A.F. -
TITLE: A Welding Machine Employs Rollers for Welding of Cathodes
(Stanok dlya rolikovoy svarki katodov;

PERIODICAL: Radiotekhn. proiz-vo, 1957, Nr 9, p 22

ABSTRACT: Instead of employing spot welding for the two cathode half-
sections, a method was introduced and developed whereby
welding is performed by means of rollers in conjunction with a
special mandrel and a machine which ensures uniform condi-
tions for welding operations. The introduction of the method
described resulted in a 10-12 fold increase 1n productivity and

improved quality of cathodes,
AK.

1. Cathodes—Spot welding 2. lelding mcchines--Design

Card 1/1
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AUTHORS :

TITLE:

PERIODICAL:

ABSTRACT:

80V-135-58-10-9/19
Kislyuk, F.I., Doctor of Technical Sciences, Gorbanskiy,
Vv.V., and Khudyshev, A.F., Engineers
.—w—-/\

Precision Automatic Arc Welding in Hydnogen.With Non-Fusing
Electrodes (Pretsizionnaya avtomaticheskaya dugovaya svarka
neplavyeshchimsya elektrodom v srede vodoroda)

Svarochnoye proizvodstvo, 1958, Nr 10, pp 26-29 (USSR)

A new device for the precision welding of thin parts made
of heat resistant and other metals and alloys used in the
production of cathodes for electric~vacuum devices is de-
scribed. The welding is done in hydrogen, with a low pow-
er arc. Engineers V. Elabakidze, V. Rastopchina and A.
Kupfer participated in the work. The new device is described
in detail and the approximate technology for welding on
direct polarity of different parts according to their thick-
ness and nature of joints is given in & table. In welding
tungsten and molybdenum parts, micrg-hardness of recrystal-
lized molybdenum attgined 210 kg/mm“ and in individual grains
as much as 320 kg/mm 4 micro hardness of porous tungsten
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. 50V-135-58-10-9/19
Precision Automatic Arc Welding in Hydrogen With Non-Fusing Electrodes

was equal to 175 kg/mm2 in the seam center and 200 - 300

kg/mm in the transition zone. There are 3 graphs, 4 pho-
tos, 1 table, 1 kinematic and 1 circuit diagram.

1. Tungsten--Welding 2. Molybdenum--Welding 3. Arc welding
--Applications 4. Hydrogen--Applications

card 2/2
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. 22939
9,3)30 . s/12?/61/ooo/006/003/01o
1.2%10 D040/D112

AUTHORS: Gorbanskiy, Vo Ve, Shubin, L. V., Khudyshev, A, F. (Moscow)

P

TITLE: Equipment for precision electron~beam welding of refractory
metals and alloys

/
PERIODICAL: Avtomaticheskaya svarka, no. 6, 1961, 21-30
A

TEXT: The authors describe a new experimental installation developed for
welding refractory metals and alloys by an electron beam in a vacuum, The
article contains detailed design information. The unit is shown in a photo-
graph (Fig. 2) and diagram (Fig. 1). It consists of an electron-optic
system,ioa, an electronic gun with focusing and deflecting systems; a high~
voltage rectifier; one feed unit for the focusing and deflecting system and
one for the modulator, a work chaumber, a mechanism rotating and moving the
workpiece, an evacuating system with a high-vacuum and a forevacuum pump.
The electron-optic ‘'system (Fig. 3) is attached by a flange to the work
chamber. Its parts are connected by vacuum~-tight joints with aluminum or
copper shims. The cathode leg of the electron gun is fixed in a ceramic
bulb and its output terminals connected to a heater, a lanthanum boride

Card 1/ 9
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s/12726219fo900/006/003/01o \ \
A

Equipment for precision electron-beam weldingo.. D040/D112

cathode, and a focusing and a modulating electrode. The anode unit is a
cylindrical water-cooled pipe, The cathode leg is connected to the anode }
unit by the flange. There are one central and six side holes in the cylin-
der top. Accelerated electrons move through the central hole and air is ,
evacuated through the side holes. The electron gun is powered from the rec- {
tifier and the modulator; the feed source for the focusing and deflecting ‘
system is inside the unit; the controls are on the front panel. When the !
electron gun works with pulses (to obtain higher beam density and to reduce {
heating), the feed voltage is modulated. Pulses and intervals are adjust- l
able in ten steps between 0.0l and 1.2 sec, The 20 cubic decimeter capacity ?
work chamber is cylindrical, welded from stainless 1g1849T (1Kh18N9T) :
steel, Replaceable workpiece holding deviceg are provided for welding cir- ,g
cular and straight seams. A vacuum of 8¢1077 mm Hg is maintained in the i
chamber, The gun system is shown in a diagram (Fig. 4). Boride cathodes I
are used becausc of their stability at high current densities (above 10 amp/ l
cmz) and beoause they require no activation time, Heating to 1600°€is suf-
ficient for steady operation of the cathode, .The work life of mest of the
boride cathodes is 250-300 hours, The replaceable lanthanum boride cathodes
have active surface diameters of 3.0, 4.2 and 5.4 mm., A tungsten wire

~

Card 2/9
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22939
s/1 ?,761/000/006/00 3/010
Equipmeni for precision electron-beam wolding... D0G40/D112

spiral is used for heating the cathodes. Three differant electron guns are
designed for cathodes of differant diameters. Power can be varied over a
wide Tange. Practically all refractory metals with a thickness of 0,005 to
5 mm'can be welded. The distance from the anode outled to work surface is
340 mn, because of the size of the work chamber, The focusing system is a
magnetic lens, 1.9, a restangular coil,a portion of which is placed in an
iron screen, The electron beam pusces for a congiderable part of its pagg-
age in the equipotential space of the anode pipe. The external electric
and magnetic fields have no effect on it; therefore calculation of the fo-
cussing system may be eimplified hy agsuming that only the forces repelling
the space ocharge are acting, and that the magnetic lens is "short". The
?pread of the ele;tron beam may be caleulated by the bayns - Vatson
Russian spelling) equation =

fin %

1
4 L N
LF _u x< = [ 021 LR R
) £ Zof xR
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225939
5/125/61/G00/006 /003 /010 :
Equipment for precision electron-beam welding... D040/D112 ‘

where { and m are the charge and the mass of electron; I ~ the beam
current; v - the anode tube potential (in respect to the cathode). The
equation (1) describes.directly the initial parallel beam shape., In the
magnetic lens the beam converges (Fig. 7). The article includes a calcula=
tion example., It is very approximate, and the basic dimensions for the
focussing system were determined finally in experiments, The best position
for the magnetic lens was found to be {, =120 mm and l2 «220mm (Fig, 7),
and the proper current for focussing a 150 m.amp beam at 15,000 volt to be
1000 - 1050 v-amp, 'The deflecting system is the same as usoed for TV tubes
and consists of four coils connected by pairs in serios and at an 180° angle,
The coils are wound on gpecial arbors and consist of 5 sections, with maxi-
num winding density at the coil end tec produce a uniform magnetic field,
The formula for calculafing the ampere-turns of coils (Ref, 13: M. Ya.
kulyarov, Elektronno-luschevyye pribory tplectron-beam instrummuéﬁ Gosener-

goizdat, 1954 is .
_2.65dmt-sin[) [/Bn (] 9
1

0

IN =

<
‘

yib :
Card 4/9 g . gt
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o 22939 ,
5/125/61/000/006/003/010

Equipuent for precision electron-beam welding... D040/D112

whefe dint ~ 1s the internal dizmeter of deflecting cystem; 10 - the.
effective coil length (1g = 1 + 10%1); 1= tho coil length; A - the |

maximun deflection angle., The undistortsd déflection angle determined in

exverinents wac 3-5%, vhich ‘means that the beoum mey e deflected 10-15 mn e
off contor without changing tho focus. Turther vork is in progross on de-
termination of boum pragssure pn & motal pool, during welding and heat di- .
gtribution in the metal outside the weld, Conclucions., 1) The syatom with )
replaceadle cathodes permita wolding-current rogulation boiwezn 100 w and

10 lw. 2) The high-voliage rectifier and nodula’or rermit pulse welding,.:

3) The cxperimental unit makes popsible the wolding of circular and stroishd

seams by an electron  beam in a vacuum, 4) Vacwnim-tight joinis can be ob-

* tained on refractory metals. There are 10 fijures end 13 reforoncess )

Soviet-bloc and 6 non-Soviet bloc. The four latest refcerences to snglish-langu~
age publicetions read as follows: G. Durton and V. L. Frenkhouser, Elec-

tron-beun Velding, "Welding Johrnal", le. 10, 38, 1959, 5.401~409; Produc-
tion Vielding with Electrons, "Eloctronic Industries, April, pp 76—94,-1959;f

Blectron-hean Welding, "American lachinist", February, 23, pp 94-98, 1959;
Eloctron-venn Telding, "Engineo_ring", April 1959,

N . ‘1‘

~ SUBHITTED: pDecemjer 7, 1960 E . - ﬁ; o
Card 5/ 9 ‘X . ' ' i
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33552
5/135/62/000/002/008/010
12300 VE3 A006/A101

AUTHORS: Balkovets, D, S., Doctor of Technical Sclences, Kaganov, L, N,,
Khudyshev, A, F,, Engineers

TITLE: The effect of the welding-speed on ductility of weld Joints in some
refractory alloys

PERIODICAL: Svarochnoye proizvodstvo, no. 2, 1962, 31-32

TEXT: It was assumed that ductility of weld Jjoints could be raised by
eliminating brittle structure components at grain boundaries, with the aid of

high speed welding, predetermining least values of llnear energy and a short- ’
term effect of the thermal cycle. To check this assumption, weld Joints were v}(
produced by roller and electron-beam welding, Molybdenum alloy plates, 1 + 1 mm
thick, containing about 0.25% Zr and 0,25% Ti, were roller welded at 36 m/hour,

0.16 sec pulse duration, and O.44 sec time interval between the pulses. Speci-

mens so welded could be bent up to 1800. -This high ductility is explained by

the short-time effect of the thermal-cycle, The effect of the weldling speed

was tested on 0,5 and 1 mm thick plates, electron-beam welaed at various speeds,

At 9 m/hr welding speed the bend angle was close to zero at room ‘test temperature

C ard@
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33552

5/135/62/000/002/008/010
The effect of the welding-speed ... A006/A101

at 63 m/h it was 40° at room temperature, and 70 - 73°  at 80°C, Electron-beam
welding was alsc performed with a tungsten arc in an argon-blast chamber. Plates
0.5 mm thick, were welded at 225 and 370 m/h, The bend angles were 180° at 8 -
90°C temperatures., The favorable effect of high welding speeds was also
revealed in argon arc welding of low-alloy niobium base alloys containing about
%% molybdenum, The tests have shown that high-speed welding under the afore-
mentioned conditions raised considerably the ductility of welds in refractory
niobium- and molybdenum-base alloys. This should be taken into account when

developing equipment for .welding refractory alloys., There are 5 figures and
1 table.

Card 2/2
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Y

3/125/62/006/¢05/607/61¢C
DC40/n113

AR

AUTHORS Afanas'yev, I.V. and Khudyshev, A.F. (Moscow)

TITLE: Investigation of diffusion welding in application for electronic
instruments

PERIODICAL: Avtomaticheskaya svarka, no. 5, 1962, 57-63

TEXT: Two units for vacuum diffusion welding metal and metalloceramic parts of
glectric vacuum devices are described., Pressure is exerted by a hydraulic press
on vhich the welding chamber is mounted, and is applicd to the weldwents by a rod
in the vacuwn chamber connected to the top chamber cover by a bellows joint. One
unit acconnodates weldrents up to 40 nm in diameter and 10C nm in height, the
other up to 150 um in diameter and 200 nm in height. The 2 units have cylindri-
cal quartz and cylindrical steel vacuum chambers respectively, with induction
keaters on the outside (unit 1) or inside (unit 2), the chambers being mounted
on 4 and 10 t hydraulic presses respectively. The heaters are supplied with h-f
current from generators of 8 and 20 kw capacity. 7The weldwment temperature is
measured by thermocouples, and the pressure by dynamometers. Chawber evacuation

Card 1/2
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5/125/62/000/005/007/010
De40/p113
Investigation of diffusion welding

tales 10-12 min, and the actual welding process 16-20 min, after which the heat-
ing is stopped butthe pressure held until the weldment cools to the proper temper-
ature, i.c. 150° and 80°C in the case of ferrous and nonferrous wetals respective-
ly. Cooling is carried out by water feed into the holding clamps (unit 1) or in-
to a. copper ‘'power concentrator! placed inside the induction heater {unit 2).
Operation details, photographs and schematics of the welding units are included.
Welding technology has been developed for joining ME{MB) copper with MB copper,
kovar with kovar, nickel with steel 10, armco iron with steel 10, and wolybdenwn
withd¥ 4370 (£T4378), and is now beinyg developed for different nonferrous metals
that carmot be welded together by any other welding or brazing process. Indus-
trial program-controlled equipment for the new technology has yet to be designed.
There are 7 figures.

SUBMITTED: June 24, 1561
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5/125/62/000/006/011/013
p040/D113
Y NY,

AUTHORS: Kosichkin, N.V., Khudyshev, A.F., and Elbakidze, V.G. (Moscow)

——— e e,

TITLiu: New equipuent for precision gas-shielded arc welding

PERI10ODICAL: Avtomaticheskaya svarka, no. 6, 1962, 77-80

TeXT: The described welding arrangement, shown in a photograph, is designed
for welding vacuum-tight joints in electronic instruments, for welding porous
nickel, molybdenum or tungsten parts, and for coating porous tungsten with
molybdenunt by spraying. The major units are an A304-09 (A304-09) welder under
a hood; anR 622-75 (A622-75) rectifier giving 3,5-18 or 1-18 amp current and
approximately 300 or 100 v for welding in hydrogen or in argon; a unit for
purifying hydrogen. The system includes a spindle and a six-spindle head, an
electric motor drive, electromagnetic cranes, rectifiers for the motor and the
cranes, an oscillator, a mechanism lifting and lowering the hood’ and the work
holding clamps. The controls and measuring instruments are placed on 3 panels
and include signalling devices and handles for controlling the electrode motion,
and changing the spindle speed and the turn of the spindle head. Parts as thin

Card 1/2
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$/125/62/000/006/011/013
D040/D113

New equipment for precision gas-shielded arc welding

as 0.05-0.1 mn and parts with soldered joints with glass or ceramic can be

welded in spots close to the solder joint. Porous tungsten or molybdenum can

be preheated with a spiral tungsten heater. The welding hood has to be evacuated
before filling it with gas, or blown through with nitrogen. Guards are pro-

vided in case the air-hydrogen mixture explodes and in order to prevent flanes f
from penetrating the hood. ‘The space in the hood above the spindle face plate

measures 160 x 220 mm. Diagrams show the permissible increase of the arc gap

and the dependence of the low-power arc on the gap width between the electrodes.
Welding technology has been developed for tungsten arc welding of refractory
and nonferrous metals used in electronics. There are 4 figures.

SUBMATTED: June 15, 1961
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AFANAS'YEV, I.V. (Moskva):\K&DYSHEV, A.F. (Moskva)

Investigating diffusion welding as applicable to electron tube
devices. Avtom.svar. 15 no.5:57-63 My ‘'62. (MIRA 15:4)
(Electron tutes--Welding)
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BALKOVETS, D.S., doktor tekhn.nauk; KAGANOV, L,N., inzh.; KHUDYSHEV, A,F,
‘J\\‘
Sffect of the @peed of welding on the plasticity of weld joints
in certain high-melting alloys, Svar. proizv. no.2:31-32 F '&2,
(MIRA 15:2)
(Wolding-~Speed)
(Alloys——Welding)

APPROVED FOR RELEASE: 03/13/2001 CIA-RDP86-00513R000722420008-6"



"APPROVED FOR RELEASE: 03/13/2001 CIA-RDP86-00513R000722420008-6

Y

s/ 135/63/000/004/068/612 C
AC06/A101 o

" AUTHORS: Afanas'yev, T. V., Kosichkin, N, V., Khudyshev, A, F.,
‘ Elbakidze, V. G,, Engineers ' —

" i TITLE: Diffusion welding 1h a vacuum and in controlled atmosphere
. PERIODICAL: Svarochnoye proizvedstvo, no, 4, 1963, 28 - 29

TEXT: A description 1s given of a unit for diffusion welding of metal and
sinters in a vacuum and controlled atmosphere, The unit includes electric equip-
ment, a vacuum system, a hydraulic system, and & cooling system, The hydraulic
system secures forces required for the compression of the welded parts, and smooth.
* pressure control in two stages (50 - 100 kg and 1,000 - 10,000 kg pressure), A"
. smooth control of the pressure in the hydraulic system (6 - 65 atm) is performed
with the aid of a "pressure control" lever, The air in the vacuum chamber is evac~:
" uated by a forevacuum and vapor-oil pump. The unit includes a device for the fil- |
. 1ing of the operational chamber with hydrogen, The cooling system is intended to
' secure the normal operation of the vapor-oil pump and the cooling of the inductor, :
Optimum conditions are given for welding titanium with titanium, titanium with

o
| card 1/3
1 ;
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S/135/63/000/004/008/012
Diffusion welding in a vacuum and in,,, . ACO6/A101

: copper MB(MB); AMu(AMts) alloy with AMts alloy, nickel with nickel, MB copper B :
with AMts alloy, "covar" with MB copper; MB copper with MB copper, and covar with - -

' covar, It was found that the quality of diffusion welding is considerably affected =

. by clean machining and the preparation of the surfaces, Good results are obtained .

- if the surfaces of the parts are machined with a cutter to \/7 roughness, Prior

© to welding the parts should be subjected to surface etching with subsequent wash-
ing in aleohol or chemically pure acetone, The method was used in welding eleotron-

. 1ic device parts, There are 5 figures and 1 table, '
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s/135/63/ooo/6dﬁ/65'e—/6_1”éf '

- piffusion welding in a vacuum and in,.. A006/A101 )
* Table
| ‘
o Welding condiltions
" Designation of materials t 1n °c; P in kg/mn°;: T in min
. BT 1 (VT1) + MB copper 850 0,5 15
. VIL + VT1 , 800 0,7 6
. AMts + AMts 500 0,5 - 20 : _
. N1 + Ni 1000 1,5 10 - E
. MB copper + AMts alloy 510 0,7 15 :
- H 29 K18 (N29K18) + . ;
.+ MB copper 950 0,7 10 :
" . MB copper + MB copper 850 0,7 20 ;
~ N29K18 alloy + N29K18 alloy 1100 2,0 25 ,
z: R
o
| b
| card 3/3 ;

H
0G0 LGOS P O

APPROVED FOR RELEASE: 03/13/2001 CIA-RDP86-00513R000722420008-6"



"APPROVED FOR RELEASE: 03/13/2001 CIA-RDP86-00513R000722420008-6

KHUDYSHEV, Anatoliy Fedorovich; KAZAKOV, N.F., red.

[Diffusion bonding in vacuum of parts and weldmonis of
electric vecuum equipment] Diffuzionnaia svarka v vakuume

detalei i uzlov elektrovakuumnykh priborov. Leningrad,
1965. 20 p. (MIRA 18:5)
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KHUDYY, V.B.; TARAKANOV, I.A.

In an underground city. Zdorov'e 6 mno,5:25 My 160,
{MIRA 1336)
{MOSCOW-~-SUBWAYS~-HYGIBKIO ASPECTS)
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KHUDYY Yug’and GOLUBEVA, I.

. -

, - The following is: the complete text of an article titled "Electro- i
parcosis,” by Yu. Khudyy, Ye. Gurova, and I. Golubeva. s ;
NAVKR 7 Zhigat. 23, -7 p.63 /75C. ;
"snesthesia is a state of artificial sleep induced by the action of
so-called anesthetlc agents on the central nervous system. During the
state of anesthesia, consciousness is absent and perception of pain sen-
- gations and other irritations is lost, thus affording the possibility of
* conducting surgical operations completely peinlessly. However, anesthetic
" agents, which are well-known in medicine, such as ether, chloroform, and:
nitrous oxide, and which have good anesthetic action, also have & number
of shortcomings, i€ toxicity, difficulty in regulating dosage, and slow elim-
ination fram the orgenism. In the gsearch for new, more perfect. methods of an-
esthesir, scientists have hit on the idea of using electronarcosis.’ Far- .
lier electroanesthesia was usually achieved by using a pure pulse current
with a frequency of 100 cycles per second. However, due to the lack of
a perfected apparatus, it sometimes caused respiratory disturbance, . con- -
'~ yulsions, and other unpleasant reactions. S

o &ks sk Expr Q’ucfea/‘u!' /4”/”"’”[‘:‘3 v /"/M(”m‘?n_/j

o Heallh  US S Z—
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S "he h lectronarcosis, invented at the Sclentific
"Research Institute of -Experimentel-Surgical Apparatus and Instruments -
f_-(Moscow) , 18 free from all these shortcomings. As numerous experiments
have shown, & specified combination of pulse current has the best aneg-
' thetic effect. Differing from previous methods, animals are connected
not to the anode, but to the cathode circuit of the output tube, which
_ensures the stability of the voltage supplied. Double automatic protec- -
tion of the animal against an overdose of current is assured, thus guar- .. = ..

anteeing the safety of those on whom the apparatus is used.

" “he tew apperatis for o

- "The advantages of electronarcosis are indisputable: although dur- -

_ ing drug-induced sleep it 1is necessary to watch closelv the dose of the i
anesthetic being administered, taking into account the individual pe-
culiarities of the patient, electronarcosis, even with very large doses

of current, is safe. No less important is the fact that the current can :
be shut off and anesthesia discontinued at any time the physician feels
-1t necessary.

, "Go-workers of the institute have already conducted dozens of ex-

periments with electronarcosis cn animals (dogs), i.e., they dissected
- goft tissues carried out amputations, and performed operations on Organs

of .the abdominal cavity. The general condition of the enimals, after

such operations, was always good: they jumped off the operating table -
by themselves, and drank and ate willingly, whereas, after drug-induced
" sleep the animal usuelly remained under the influence of the anesthetic . =
" Por a long time. o D : S S
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; "The apparatus and method of conducting electronarcosis developed
by the institute, therefore, make it possible to anesthetize tissues to
a degree sufficient for major surgical operations and ensure a good con-
dition of the animal in the postoperative period.

"The method of electronarcosis is still in the experimental research
stage, but the time is near when it will enter into surgical practice and :
rovide for still wider development and advancement of medical science."”
Nauka 1 Zhizn', Vol 23, No 11, Nov 56, p 63)

\v}:{,;,«vw' } 9\ 3 C‘
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KHUDYy, yut- B.

"Apj:'arﬁtﬁé"'Eiéktfosdn‘,—;'(‘ﬁiectivoSIQEp)," by Yu. B. Khudyy, Sei- v
entific Research Institute of Experimental Surgical Apparetus
and Instruments, Meditsinskaya Promyshlennost' S3SR, No 1, Jan

5T, pp 55-57
The author describes an apparatus for "electrosleep" therapy developed

at the Scientific Research Institute of Experimental Surgical Apparatus
end instruments of the Ministry of Health USSR. Sleep is achieved by the

-‘avction of an electrical current on the nerve cells of the brain. A two-
channel apparatug of the above type will be manufactured by the "Ema" plant
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Electrosleep and electronarcosis se.. 129

khirurpicheskie apparaay i instrumenty i oply ikh primeneniye (ilew

;L Eauinnment and Instrurments and Oxperience in Their Usa) HC. 1,
My 1957 A cellection of Papers of the Sclentific Rescarch Inst,

for Bmmerimental Surpical Eguipment and Instrusments.

NIIEK, Al
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Kpobyy, ("f ¢ ¥
ANAN'YEV, M.G.; GOLUBEVA, I.V.; GUROVA, Ye,V.; KASHCHKVSKAYA, L.A.y
LEVITSKAYA, L.A.; KHUDYY, Yu,B.

Preliminary date on experimental slectronarcosis induced with an
apparatus developed by the Research Institute for Experimentsl
Surgical Apparatus and Instruments [with summary in English].
Ekpper.khir. 2 no.lt:3~7 Jl-Ag '57. (KIRA 10:11)

1, Iz Nauchno-issledovatel'skogo instituta skepsrimental’noy
khirurgicheskoy apparatury i instrumentov (dir. M.G.Anan‘yev)
Ministerstva zdravookhraneniya SSSR.

{ ALECTRONARGCOSIS, exper,
induction with special appar.,)
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Danielson, A. K., Kovaleva, L. I., Mushegyan, S. A., and Khudyi Yu. B.
—
np NITEKhAI defibrillator with universsl electrical supply
and the experience gained in its experimental application.” Novye
khirurgicheskie apparaty i instrumenty 3 opyt ikh primeneniyé,
No. 2, 1958, p. 72
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S0V/25-58-12-40/40
AUTHORS: Perovskiy, S., (Leningrad};\KQ%QXX*.Iugi Engineer;
Grishin, M., Candidate of Milifary Sciences,
Docent
TITLE: Readers Write to Us (Nam pishut)
PERIODICAL: Nauka i zhizn', 1958, Nr 12, pp 75-77 (USSR)
ABSTRACT: USSR:
1) Perovskiy, of the Otdel Ornitologii zoologich-

eskogo institut AN.SSSR{The Ornithology Depart-
ment of the Zoologic Institute of AS USSR) de-

gcribes the imperial penguins and their breeding
habits, ’

2) Engineer, Khud Yu. of the Nauchno-issledo-
vatel'skiy insfitut khirurgicheskoy apparatury i
instrumentov, Moskva (The Scientific-Research In-
stitute of Surgical Equipment and Instruments,

Card 1/2 Moscow), describes a new electric surgical knife.
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Readers VWrite to Us ) S0V/25-58-12-40/40

3) Grishin, M. of the Rostovskoye otdeleniye
Obshchestva po rasprostraneniyu politicheskikh
nauchnykh znaniy (The Rostov Branch of the Societ
for Propagation of Political and Scientific Know-
ledge) recommends that the broadcasting of the
music in passenger trains be replaced by records
describing localities through which the trains
pass them,

USCOMM-DG-60,718
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KHUDYY, Yu.B.; BULANOV, V.A,; GOLUBEVA, I.V,

Instruments for use with the "Blectroknife® apparatus. Med.prom. 13
no,11:53=54 ¥ 59, (MIRA 13:3)

1., Fauchno-issledovatel 'skiy institut eksperimental'noy khirurgi-

cheskoy apparatury i instrumentov,
(ZLECTROSURGERY--APPARATUS AND INSTRUMENTS)
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MM“‘ BULANOV, V.A,

Surgical ractoscope. Med. prom. 16 no,2:158-61 F '62.
{MIRA 15:3)
1, Nauchno-issledovateliskiy institut eksperimental'nyy
khirurgicheskoy apparatury i instrumentov.
(PROCTOLOGY-~-EQUIPMENT AND SUPPLIES)

APPROVED FOR RELEASE: 03/13/2001 CIA-RDP86-00513R000722420008-6"



"APPROVED FOR RELEASE: 03/13/2001 CIA-RDP86-00513R000722420008-6

_KHUDZHANIYAZOVA, 8.

Data on the biology of the flowering of or;x.amgnt';ng. rudbeckias
Teghkent. Vopebiol.i kraevemeds noe3151=5 .
in Taghken ODe (MIRA 1613)

( TASHKENT-—~CONEFLOWER) (PLANTS, FLOWERING OF)
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8/137/62/000/001/103/237
A0S2/A101

!

AUTHOR: Khudzik, G, Ye,

TITLE: Improved welding technology

PERIODICAL: Referativnyy zhurnal, Metallurgiya, no, 1, 1962, 20, abstract 1E108
(V sb, ™opr, vnedreniya.v proiz-vo peredovoy tekhnol,, uluchsheniya
kachestva vypuskayemoy produktsii 1 snizheniya ygye sebestoimosti”,
Kiyev, AN UkrSSR, 1959, 31)

TEXT? The experienae made at the:"heninskaya kuznitsa' plant on the semi-
autematic welding with I -5 .(PSh-5) machine is described, With this semlauto-
matic machine all assemblies are welded at the plant, leaving to. the manual arc
welding only the welding-on of the deck from inside and the welding in hard-to-
reach places, It is pointed out that an important shortcoming in the introductim
of semiautomatic welding is the absence of spare parts, which leads to idle
times. . .

! V. Klyuchnikova

[Abstracter's note: Complete translation)

Card 1/1
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. KHUDZIX, L. 33-_;;, |

_ o ‘, _‘ ) s ) L .
Streptomycin and its-effect on the bleod coagulation sys tem. ram: L
tok#e 29 no,3:336-340 - My=Je 165, A (xIIRA 18..&)

1, Kafedra .no‘rmal»'noy lf.lf.zz'.olégii (zav. - prof. S.h.Georgieva)
Saratovskogo meditsinskogo instituta, A ,
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KRUDZIKEVICH, Re; KUKULA, T.; KUBIN'SKI, S,
__KBUDZIEKEVICH, Re;

Recuperators mounted in a cupola furnace smoks atack..Lit'.
proisv. no.10:20-21 O ‘62, (MIRA 15:10)

(Cupola furnaces) (Heat regenerators)
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REIKH, V.N.; KALAUS, A.Ye.; BOGUSLAVSKIY, D.B.; OPALEV, A.I,; DUBOVIK, L.I.

BORODUSHKINA, Kh.N.; FEDOROVA, Yu.I; Prinimeli uchastiye: PAVLIKCVA, A,;
_KHUDZINSKAYA, L.L.

Triple copolymers of butadiene, styrene. and 2-methyl—t~viny1pyr%dine.
Kﬂugh.i rez, 20 no.3:2-8 Mr '61, (MIRA 14:3)

1., Vsesoyuznyy nauchno-issledovatel'skiy institut sinteticheskcgo
kauchuka im. S. V. Lebedeva i Yaroslavskiy shinnyy zavod.,
(Rubber, Synthetic) (Butadiene) (Pyridine)
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YEPINAT'YEVA, A.M.; KUZNETSOV, V.V.; OSTROVSKIY, Iu.A.; KHUDZINX IY, L.L.

T AR o a3 i it

Some experimental data on the form of impulses emitted in
exploaions in holes, Iav, AN SSSR, Ser. geofiz, no.6:861-875
Jo 763, (MIRA 16:7)

1, Institut fiziki Zemli AN SSSR.
(Seismic waves) (Blasting)
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Broe‘i-d-band solamic stations, Izv, AN SSSH, Ser, geofiz, no.2:
239-246 F 64, (MIRA 17:3)

1, Institut fiziki Zemli AN SSSR. N -
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ASHIMOV, M.A.; KHUDZHATOVA
Modern synthetic cleaning compounds. Azerb.khim,zhur., no.6:69-75
160, (MIRA 14:8)
(Cleaning compounds)
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_ KHUDZIK, LB,

Effect o sxluside on ths anfral organism, Froble tube 42 nee3s
T179 Vo (MIRA 18:1)

1o Kafedra normallney fiziclegil (zave = pref, S,heGeorgiyeva)
Sarutovskoge meditsinrkeao instituts,
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AUTHORS: Khudzinskiy, L. L. and Melemud, A. Ya. 49-9-2/13

TITLE: Station for frequency analysis of seismic oscillations.,
(Stantsiya chastotnogo analiza seysmicheskikh kolebaniy).

PERIODICAL: Izvestiya Akademii Nauk SSSR, Seriya Geofizicheskaye,
1957, No.9, pp.1099-1117 + 2 plates (USSR)

ABSTRACT: In November, 1953 the seismic prospecting division of the
Geophysics Institute, Ac.Sc. (Geofizicheskiy Institut
AN SSSR) started developing apparatus for frequency analysis
of seismic waves under field conditions; this work was
completed two years later and the thus produced station
for frequency analysis was tested under field conditions
in 1955, The results were described at an All Union
conference of geophysicists of the Ministry of the Oil
Industry (Ministerstvo Neftyanoy Promyshlennosti SSSR)
in November, 1955 during which it was recommended that this
apparatus should be subjected to industrial tests. In this
paper the above mentioned apparatus is described and also
the results of some field tests obtained with this apparatus,
Problems relating to the methods and accuracy of frequency
analysis are dealt with, emphasizing that successive
analysis under impulse conditions has the advantage against
Card 1/3 simultaneous and successive analysis under harmonic
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SOV/43-59-2.-4 /25
AUTHORS:Melamud, A, Ya,, Khudzinskiy, L. L., D:ynega, &, A,
B Rt maam e S )

PITLE: Station of In’cer:mediate Magnetic Reccrding of Szismic Waves
(Stantsiya prcmezhutcchnoy magnitnoy zapisi seyemicheskikh
kolebtaniy)

PERIODICAL: Izvestiya Akademii nauk SSSR, Seriya %GOfiZi:haskayg’
1959, Nr 2, pp 197-209 and 4 plaves (USSR,

ABSTRACT: A detailed project of a station for ths intermediate
recording of zeismic waves on a magunetic wave resorder is
described, The main divisions of such a shtabion are:

1) 9-channel magnetic recerders and reprecducsrs, 2) tha
apparatus for filtering, 3) *the points cf frsquency analysis
of seismic waves, 4) the general vontrol and the power pack
(accumulators. dry batteries and a generator ¢f tctal power
300 W), Fig 1 represents a general laycut ¢f the station
where I -~ tape recorder, II ~ device for printing and
recording the time, III - oscillcgraok for fraquancy
analysis points, A - seismographs, , D - amplifiers of

the seigmic (bottom) and magpetic {top) recordings, V -
amplifiers of reproducers, The detailed plan :f the station

Card 1/3
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S0V/49-59-2-4/25
Station of Intermediate Magnetic Recording of Seisnic Waves

is shown in Fig 2, where A - seismograph, ! - amplifier
of magnetic recording (Fig 3 shows its frequuncy and voltage),
V - multi-channel type recorder, G - reprcduction amnlifier,
D - seismic amplifier, Ye, - seismic oscillegraph, Zn and Z
-~ circuits for indexing and printing the
seismograms, The characteristic frequencies of the station
are shown in Fig 4a and Fig 4 {A - low frequency filtration,
B - high frequency filtration). The numbers 1, 2, 3 denote
the frequency characteristics of the: 1 =pegister: reproduct-
ion track, 2 - seismic amplification, III”? - intermediate
magnetic recording., The experimental station was employed
in 1957 by the expedition of the Institute of Physics of the
Barth, Academy of Sciences USSR, in their investigations on
the nature and dynamical properties of the multiple reflected
waves, The fidelity of the magnetic recordings was excellent,
which can be seen in Fig 5, showing the 9 tracks: a - seis-
mogram - reproduction, and " - magnetic recording, The
effect of the channels on each other was negligible (Fig.6).
The identity of the r~cordings is further shown in Fig 7,
where 2 pairs (a and ) of the original seismograms and the
reproductions from the tape recorder are shown, Figs 8 and 9
Card 2/3 give some examples of the results obtained by means of the
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SOV/49-59.2-4/25
Station of Intermediate Magnetic Recording «f Seismic Waves

magnetic recordings, The-station wae able to register the
seismic waves from 20 to 500 b, i,e, it cculd bve employed

in the low, medium and high freguency seismic prospecting.
The apparatus described does not inbroduce any distertion,
therefore it can be used for the determination of the dynami-
cal characteristics of seismic waves. Taere are § figures
and 35 raferences; 17 uf “he referernes are Soviet, 15 are
English. 2 Ivalian,

ASSOCIATION: Akademiya nauk SSSR. Institut fiziki Zemi: (Academy of
Sciences USSR, Instibute of Paysics

7z
¢t the Barth)
SUBMITTED: February 5. 1958,
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. KEUDZINSKIY, Lle

Determining certain parameters for layers of intermediate thickness
from reflected wave spectra. Izv.AN SSSR.Ser.geofiz. no.5:676-684
My ‘61, (MIRA 14:4)

1, Akademiya nauk SSSR, Institut fiziki Zemli,
(Seismic prospecting)
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$/049/61/000/005/005/01%
D218/D306

AUTHOR: _Khudzinskiy, L. L.

TITLE: On determining certain parameters of medium-thickness
layers from the spectra of reflected waves

PERIODICAL: Akademiya nauk SSSR. Izvestiya. Seriya geofiziches-
kaya, no. 5, 1961, 676-684

TEXT: A description is given of a method which can be used to de-
termine the thickness of a layer (when the velocity of propagation
in the layer is known) or the velocity of propagation in the layer
(when its thickness is known). The wave reflected from a plane-
parallel layer is looked upon as the superposition of waves re-
flected from the top and bottom faces of the layer. A simple two-
ray interference calculdtion is used to show that the spectrum of
the reflected waves exhibits minima at regular frequency inter-
vals (destructive interference). For a given velocity of propaga-
tion, a plot of the "order" of these minima as a function of the
corresponding frequency gives a straight line, whose slope is

Card 1/2

APPROVED FOR RELEASE: 03/13/2001 CIA-RDP86-00513R000722420008-6"



"APPROVED FOR RELEASE: 03/13/2001 CIA-RDP86-00513R000722420008-6

S/049/61/000/005/005/013
On determining certain ... D218/D306

equal to the delay between the rays from the top and bottom faces,
and, therefore, determines the thickness of the layer (assuming
that the velocity of propagation and the angle of incidence are
known). The method has been tested experimentally (a number of
examples are reproduced). It was found that by using wideband de-
tection apparatus it was possible to measure layer thicknesses
between 20-40 m and 75 -~ 150 m (velocities in the layer between
3000 and 6000 m/sec; depth of layer below surface 1 - 2 km). 4
more detailed investigation of the method is said to be desirable.
There are 14 figures and 8 Soviet-bloc references.

ASSOCIATION: Akademiya nauk SSSR, Institut fiziki zemli (Academy
of Sciences USSR, Institute of Physics of the Earth)

SUBMITTED: October 24, 1960

Gard 2/2
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< _KHUDZINSKIY, L.L,

Determination of some spectral characteristics of la ered media
izv, AN SSSR. Ser. geofiz. no,3:281-297 Mr 162, (hyIIRA 15:2) )

1. AN SSSR, Institut fiziki Zemidi,
(Seismic prospecting)
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. :ACCESSION NR: APL023375 ‘ 5/0049/6/000/002/0239/0246 | -
' AUTHOR: Khudzinskiy, L. Le
‘TITLE: A wide bamd selsmic station

" SOURCE: AN SSSR. Izv. Seriya geofizicheskaya, no. 2, 1964, 239-26

''TOPIC TAGS: seismic wave, seismic station, wide band seismic station, filtered
. record, filtering system, seismic record, reflected wave, dynamic characteristic,
‘resolving power

" ABSTRACT: One means of distinguishing a useful signal against a backeround of
" noise is to make a frequency selection of the recorded wave. The poorer the s
noise ratio, the greater the desree of filtering generally-required; hovever, . B
this normally impairs the resolving powe: of the instrument. Furthermore, some of |
. the information inherent in the wave is unavoidably lost. Therefore, the IFZ AN
- SSSR (Institute of Physics of the Earth /N SSSR) has designed an instrument to '
eliminate filtering devices and to secure sufficient sensitivity to allow spectral |
* analysis of the seismic waves. The following criteria were employedt 1) uniform .
~ amplitude and phase frequency characteristics for recording displacement, velocity,

ca:nch af7§13ration of the ground in the frequency range of 5-10 t0 150-200 cps'; )
v ar _ . s ) =

B T e B e o Ll e L e e

P L 1. Tt e
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" ACCESSION NR: APL023375 .

a dynamic rahge of at least 80 decibels by using a multistage regulator for the
- iamplifier; 3) lowest possible nonlinear distortion (the upper 1imit at maximum
" signal taken as 2%); L) possible suppression of low-frequency waves of large amplia' "

et s e 1]

~ itude; and 5) simplified means of stabilizing operation and economy of electrical
.- power supply. The chief difference from conventional instruments is the ampli-
.. ification system, which has two characteristic features distinguishing it from S
"..normal amplifiers in seismic sstups: the lack of input and output transformers and'
"' a built-in integrating and differentiating filter circuit. Instruments with the " | -

' above characteristics have been tested for many years in various regions by the R
-~ Institute of Physics of the Earth AN S555R. It has been found that: 1) in regions |. AR
.. With low noise level, the use of this instrument permits one to obtain records . o
1+ perfectly suitable for interpretation (on these records the differences in dynamie” e
-~ characteristics of the waves are more clearly seen than on records obtained by c

" filtering devices); 2) in media with thin layers the use of a wide-band device
~ secures more highly resolved racords of reflected waves thanare obtained fram g -
- medium~-frequency filtering devicej and 3) the use of a wide~band recording devige
. permits one to make spectral analysis of seismic waves through a wide frequency ‘

- range and with greater acouracy than is possible with the use of a filtering device,
Orig. arte. hasr 9 ﬁgums._ ‘ ) : :

- Card 2/3
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. ACCESSION NR: APL023375

- ASSOCIATION: Akademiya nauk SSSR Institut fiziki Zemli (Academy of Soiences SSSR) !
' Institute of Paysics of the Earth) - ‘ A
) . ‘ B

SUBMITTED: 224pr63 - DATE AMQ: QMarbly o ENCLs ',00
-suB GODE: AS | NO REF SOV: 005 |
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SOURCE' CODE ,UR/0000/65/000/000/0065/00
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plitude.ihcreases with a d ,
(3) ‘pulses recorded on a, film’ cann be_
! demodulators- and (40) the ‘demodulato

APPROVED FOR RELEASE: 03/13/2001 CIA-RDP86-00513R000722420008-6"



"APPROVED FOR RELEASE: 03/13/2001 CIA-RDP86-00513R000722420008-6

| ACC NR APG016548 ' SOURCE CODE: UR/0387/66/000/005/0068/0077 .

4
H

AUTHCR: _Khudzinskiy, L.L..
oRG; InshituVe &% CxecY\:)\)sigs ,Acn&em\) of Suences SSSR(AKQAem"\}CL nag\K ceer

‘ms\-(‘\"\:'t $121X1 Zem

TITLE: On the determination of certain parameters of homogeneous layers by their
spectral phase characteristics

SOURCE: AN SSSR, Izvestiya. Fizika Zemli, po. 5, 1966, 68-77

TOPIC TAGS: seisﬁolog?, seismic wave, geologic survey, seismic detection '

ABSTRACT: The parer discusses possibilities for parameter determination of homogene- :

ous geological layers (thickness, reflection coefficients) by their phase/frecuency ;
Characteristics. The work was motivated by the advantages of the phase method in of fe-
ring unambiguous results, Following a brief review of the amplitude and spectrum-based

methods, the phase characteristics of reflected signals from homogencous layers are !
considered, for normal message arrival, neglecting roof refraction and multiple waves,’
Investigation methods are developed for layer parameter determination solely from :
phase characteristics. Influence of higher order reflections is found negligible in |_
practical cases. A computing aid in form of a transparent sheet with phase response
curves for layer type selection and parameter evaluation is described. Orig. art, has
3 figures, 11 formulas and 2 tables, ;

SUB CODE: 08, 17/ SUBM DATE: 10Jun64/ CRIG REF: 008
Card _ 1/1 , UDC: 550.834,5
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Yeo, mutle, +0a,
li"j/, VI :"’-;':t;?

Concharenko, 5.6,

dhat Are the Best Harden Cements.
Sudovodstee vinogredarstvo § vinodeliye
Moildavil, 1958, No.2, 75

A new recipe is rocommended for garden cement,
winicit has been successfualy applliod in Mol-

dgavia; it dfx prepared f£ram oY mnlletn, 50%
clay, 6% cartolineum and 0.1~ O0.1%3% wool
combings. --5.A, luhevakiy
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50V/85-58011-9/33
AUTHOR: Khugol', A., Chief Judge of Zonal Contests, Sverdlovsk

TITLE: ¥ Th?; Sverdlovak @I‘eam Leads (Vperedi Sverdlovchane)
PERIODICAL: Kiyl'ye rodimy, 1958, Nr 11, p 12{USSR)

ABSTRACT: The suthor reports on the 2nd Urals zonel competitions in which 49 of
the foremost Urals parachutists participated in 8 tesms from 6 Urals citiest.
Sverdlovek, Chelyabinsk, Perm', Magnitogorsk, Ufa, and Orsk. Parachutists of the
Urals Militery District Air Force and of the Urals Polytechnical Institute had
sent additional teams. The article gives a deteiled description of the various
exercises engaged in and the "< scores of individual contestants. Personalities
mentioned include the members of the victorious Sverdlovsk seroclub's tesm con-
sisting of T. Keramysheva, V. Qur'yashina and E. Aristov, students of the Urals
Polytechnical Institute, S. Kiselev, assistent, D. Mukhachev, the aeroclub's
instructor-pilot and parachutist and Yu. Bovshikov, instructor in parachute
folding.

ASSOCIATION: Sverdlovskiy aeroklub (Sverdlovek Aeroclub)

Card 1/1
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Semtnay en standardleatlan ir one Sharkosy Zeoncsic Reglon.

SRAsIarhiEatetia ) angc i AR L WG (MIRA 1814)
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ZHUEHALOY, ;é[!i::,prgpodavatel!. -
Soon_they will leave for pionser camps, Rabotnitsa 35 no,5:25 My 'g?.

MIBA 10:
1.’ Moskovakiy oblastnov pedagogicheskiy institut, ( 10:6

(Campa)
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KHUKHAREVA, T 5|

KHUKHiREVA, I.S. . 56-7-60/66
¥easuring of the Depth of Pencbration of the Magnetic Field in a
Mercury Film
(Imerenie glubiny ‘proniknoveniya magnitnogo polya v rtutnykh plen-
: kakh. hussian)
PELRIODICAL %hurnal El)(sperim. 1 Teoret. Fiziki 1957, Vol 33, Nr 7, pp 3ol-303
e UeSeSeRe

ABSTRACT . By means of the ¢ond nsati’c_‘m method a mercury film with a thickness
: of (3,7 = 9,5) « 107° cm was produced, Theresistance of the film in

dependence on temperature was then measured. Further, the transition
from the supraconductive to the normal state was measured at diffe-
rent temperatures on the occasion of an increase of the exterior ma -
gnetic field, By means -of the Ginsburg-Landau formula the penetra-
tion depth 6 was computed at (5,3 +-0,h)'.10"6 cm. The temperaturs
dependence of §(T) can be described” by the function

8(1) = & [1 - (1 - 1/1)%] -1/

(With 1 table, 1 illustration, and 3 Slavic references).

Card 1/2
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56-7-60/66

leasuring of the Depth of Penetration of the Magnetic Field in a
Mercury Film

ASSOGTIATION koscow State Univeraity _
(¥oskovskiy gosudarstvennyy universitet)

PRESENTED BY

SUBMITTED 1741442957

AVAILABIE Library of Congress
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28753
5/056/61/041/003/006/020
9y Q40 (1633, 107, %) B125/B102

AUTHOR : Khukhareva, I . 8.

TITLE: Superconduc tive properties of freshly deposited mercury films

PERIODICAL: Zhurnal eksperimental'noy i teoreticheskoy fiziki, v. 41,
no. 3(9), 1961, 726-734

TEXT: The authocr tested mercury films deposited on backings by high-
vacuum condensation. The backings were kept at a temperature close to
that of liquid helium: The experimental results obiained are confronted
with the theory of superconductive alloys by A. A. Abrikosov and

L. P. Gor'kov. The mercury was sputtered on the polished bottom of a

glass vessel with platinum leads at 4.29K and at a rate of 1.1--1.5-10-3 g/min.
The mercury films produced and tested by the author had a thickness of

0.46-10'5-12.2-10"'5 om. The resistivity of the films was measured with

8 conventional potentiometer circuit. The critical temperature of freshly
deposited films was s8lightly below the critical temperature of bulk
mercury. The dependence of the critical temperature on the thickness,

Card 1/4
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2873
8/056/61/041,003/006,/020
Superconductive properties of... B125/B102 ;%L\
observed by the author, agrees well with the results published by

L. A. Prozorova (ZhETF, 34, 14, 1958). The critical temperature of
annealed speoimens is virtually as high as the critical temperature of a
bulk specimen (4.15°K), and is independent of the film thickness. The
superconductive properties of annealed specimens are more pronounced than
those of freshly deposited films. Also other properties of such films are
considerably changed by annealing. The resistivity in the normal state is
reduced to less than one-tenth. The dependence of the resistivity on the
thickness of the freshly deposited films remainsd constant even for the
thinnest specimens tested by the author. It increased, however, in
proportion to the thickness of the annealed specimens. In one experiment,

a freshly deposited film.exhibited a conductivity, o, of 0.1501018 CGSE

units. The adjustment of the films parallel %o the field was checked by
rotating the magnet. The error was smaller than 0.1°. The critical
magnetic field strength applied to thin specimens, at which the super-

conduotion vanishes, is given by chJT1/2. For thick films, however, the
dependence of the critical field strength on AT shows a break. Discussion
of ‘the results: The macroscopic theory of V. L., Ginzburg and L. D. Landau

Card 2/4
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28753
8/056/61/041/003/006/020
Superconductive properties of.,. B125/B102

was applied by Abrikosov specifically to low-temperature condensation
assuming >c>,1/\('27, where ¥ is the parameter from the Ginzburg-landau
(znETF, 20, 10643 1950) theory. Abrikosov (DAN SSSR, 86, 489, 1952)
detected a universal relation between the critical magnetic field stirength,
Hy, of the film and its thickness, d. This reﬁftion holds for all '
superconductors. Assuming ¥ = (Eaeff/,&c)ﬂoméo. where e_..=2e, one finds
nc/202==f(2.57-1o‘4/0d), where 9-V2e/ﬁoHcm60; B, 18 the critical field
strength of the bulk metal. Near To one obtains 0-AAT1 2 and

A= Ve/2k0 (dHcm/d‘ﬂrcVT_c 6,o° The experimental results agree well with
theoretical predictions. The constant coefficient 8y, in tke temperature

dependence of the penetration depth near T, is (22.6 12.3)-10'6 em if

d/800»1. 1In the other case (d{6°<1) one obtains Hc/202=6°2.57~10'4/0d.

The specimen thickness thus cdlculated agrees with that determined by
weighing. From the new theory of superconductive alloys by A. A.Abrikosov
and L. P. Gor'kov (ZhETF, 35,.12, 1958; 36, 319, 1959) it follows that
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6 = e \J—g-h— where ¢ symbolizes the conductivity in the normal V\
oo = 3.06nx kTq0 '’ ¥

state. For freshly deposited films the author found 80 - 16.10"0 om.

The experimental data on the oritical field strengths of annealed : =
specimens agree well with conclusions drawn from the maoroscopio theory
of Ginzburg and Landau. For %the range of T -r'l‘o it follows that

800 = (6.2 fo.6)~1o'6 om. A. I. Shal'nikov is thanked for guidance, and

A. A. Abrikosov for discussions. There are 6 figures and 9 referencaes:
7 Soviet and 2 non-Soviet. The reference to the English-language
publication reads as follows: E. T. S. Appleyard, J. R. Bristow,

H. London, A. D. Misener. Proc. Roy. Soc., A172, 540, 1939.
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AUTHURG ninkhareva, I. 3.

: o
TITLE: Supeorconductive yroperties of thin aluminum films- '
PEFIGUIC.L:  Zhurnal cksperimental'noy i tcoreticheakoy flziki, v. 43, ° 77

no. d(10), 1962, 1173 -~ 1178

TEAT:  Hesistivity and abasolute conduotivity of aluminum films 0.2:1077

Lo 14-10') cm thick vere investigated in the range 4.2 - 0.9 K with and
without pagnetic field. The {films were condensed in vacuo (~10"V mn He)
upon cold polished glass plates with platinum contacts. The evaporstion
ratc wis 7=6107 4¢/min. The apparatus used is described in ZhETF, 41, 728,
1961, Imcedintely after condensatlon the films had an nnomnlously high T o
occagicnally reaching 3-5.2°K, as’ compared with 1, 160°K for the initial
.material (cf. Zs. Physik, 138, 109, 1954). T, fell to~1.57K after pro-

longed anncnling at rocm teuperature,3-4 hrs more anvealing at 50000 (3-4
hrs) reduced it to values the same as for films condensed at room tempera-
ture, but still 0.1% nigher than for massive aluminum. For depths below d
Card 1/3 .
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“uperconduciive propertics ... 8102/B130

AS10T Tew P dn Righly d-dependent. Imzediately after conlensation oy
tne nbo O.Htﬂccr']u“'l"lt) vias independent of & af'ter annealing at )OO Coit

hnd wncrc dei ten times and was highly d-dependent. delow 4 31,10-9 ¢n it
drops suwidenly soowing axaectly 4he opposlite course to Tcr(’i). These eficcty -/~

are scotritnted Lnioly to d4iffcrenos in the mean free paths, The degstruction
of G ere: ~duetivity br oparaltel masndtic fields was studlied on Hy, = £(aT)
curves wirre AT = 7 or ~ 1, cqaxncterlzlng the London-type region of super-

conductivi t7. For thin f!lmu condensed at room temperaturc and freshly cmb
deused oncs produced =t /.2°K and for all films after asnealing, i ~(_) )¥2
Unly tle t?mcxedt freosh films showed a salient voint  changing over to a

i fvg course, Tnhnis flatiened out after annealing From conductivity, the
p9n0+1at~(» depth near T or was calculated for 1<?5 using the, theory of
Aatrikogsv ad Gor'?ov {(Za¥m¥, 36, 319, 1959). For S‘QAT) = (c/3 06 ) K/ Acnl
= 1/2 Soo(cﬁrﬁaw)1 2, it was found that 80 - (16, 5+O 7)+10-6 cm, Using

the Ginzluvr-Lthndau foruula (ZhETF, 20, 1064, 1950) and H op Values,
210 = (13.}iﬁ.7)'10-60m. For freshly prepared films, S;o - (4.T;0.2)-10—2m
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Jupcrconﬂucuive proﬁcrties .- B1Q2/B1BO
crom conductivity, and & = (3.9¢0.5)'10'5cm from H__. These are, in good

agrecment but are highe‘roghan those obtained for masa{ve aluminum. There
are 6 fifures. : - .

. /
ty) : :

LSSOCIATION:  loskovskiy gosudarsﬁyennyy universitet (Moscow Sta.te Universi~- d
SUBMITTEDs May 9, 1962
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AUTHOR: By*chkov, Yu, F.} Goncharov, I. N.{ Kuz'min, v, 1.3
_ thukhareva, I,y S¢

?'TITLE: Effect of heat treatment on' the properties of superconductive'
- zircon{um=niobium alloys :
) e
“SOURCE: Pribory* { tekhnika eksperimenta,l no, 3, 1964, 170~171
{TOPIC TAGS: zirconfum niobfum alloy, alloy superconductivity, alloy
jeritical current density, superconducting alloy, alloy critical tem=
perature

ABSTRACT: The effect of heat treatment on the critical temperature
(TK) and critical current density (jx) of niobium=zircontum alloys
contalining 65—~807% Zr was investigated, The alloy specimens were

:melted from fodide zirconium and electron beam refined niobfum in an
rarc furnace in an argon atmosphere, After rolling from 5 to 1 min,
.the specimons were anncaled and rolled to 0,03=0,04 mm. The crit{- 4
‘cal current density was measured at 4,2K in a magnetic field parallel
‘to the rolling plane and perpendicular to the current direction,
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At a depth of 0,05 mm, the a-
Thus in the formation of new
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Fig. 1, Dependance of Ix and TK
on anncaling tnmparatu.a (anneal~
ing time 1 hr) for Nb + B80% Zr

alloy (magnetic field 27 oa) .f
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Fig. 2, Dependance of Jp and T
on annealing time at 5705 Nb + K

80% zr alloy (magnetic field
27 oe) '
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